
ARES LED 1.0

Ares LED 1.0 1

Ares LED 1.0 2

Ares LED 1.0 3

Ares LED 1.0 4

ARS1ST.10.012.8A3000 12 800 3000K >80 42 100° 0,9kg

ARS1ST.10.012.8A4000 12 850 4000K >80 42 100° 0,9kg

ARS1ST.20.016.8A3000 16 1200 3000K >80 42 100° 1,2kg

ARS1ST.20.016.8A4000 16 1250 4000K >80 42 100° 1,2kg

ARS1ST.30.020.8A3000 20 1600 3000K >80 42 100° 1,5kg

ARS1ST.30.020.8A4000 20 1650 4000K >80 42 100° 1,5kg

ARS1ST.40.025.8A3000 20 1950 3000K >80 42 100° 1,8kg

ARS1ST.40.025.8A4000 20 2050 4000K >80 42 100° 1,8kg

In order to know exact the light parameters for selected beam angle, please use photometric files for the 
given beam angle. Download link: luxon.pl/Pliki/LDT-LUXON-LED-2020.zip

branded power source

powder coated aluminium housing

three fastening systems

Advantages

https://luxon.pl/Pliki/LDT-LUXON-LED-2020.zip


Ares LED 1.0 5

Ares LED 1.0 7

Ares LED 1.0 6

Ares LED 1.0 8

Ares LED 1.0 9

H L W

ARS1ST.1 50 400 50

ARS1ST.2 50 600 50

ARS1ST.3 50 800 50

ARS1ST.4 50 1000 50

ARS1ST.5 50 1200 50

ARS1ST.6 50 1400 50

ARS1ST.7 50 1600 50

ARS1ST.8 50 1800 50

ARS1ST.9 50 2000 50

                    

ARS1ST.50.029.8A3000 29 2350 3000K >80 42 100° 2,1kg

ARS1ST.50.029.8A4000 29 2450 4000K >80 42 100° 2,1kg

                    

ARS1ST.70.037.8A3000 37 3150 3000K >80 42 100° 2,7kg

ARS1ST.70.037.8A4000 37 3300 4000K >80 42 100° 2,7kg

                    

ARS1ST.60.033.8A3000 33 2750 3000K >80 42 100° 2,4kg

ARS1ST.60.033.8A4000 33 2850 4000K >80 42 100° 2,4kg

                    

ARS1ST.80.041.8A3000 41 3550 3000K >80 42 100° 3kg

ARS1ST.80.041.8A4000 41 3700 4000K >80 42 100° 3kg

                    

ARS1ST.90.045.8A3000 45 3950 3000K >80 42 100° 3,3kg

ARS1ST.90.045.8A4000 45 4100 4000K >80 42 100° 3,3kg

Dimensions and Logistics
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Available configurations

Suspended

Example product code:

Rodzina Wersja 
mocowa Wersja Moc [W] CRI Typ diody CCT [K] Materiał 

soczewki
Materiał 
dyfuzora Rozsył Sterowanie Temperatury 

pracy [°C] Gwarancja Modyfikacje
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12W
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16W
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033

33W

037

37W

041

41W

045

45W

8

>80

A

Mid Power

3000

3000K

4000

4000K

0

No lens

P23

PC Matt

100100

100°x100°

00

ON/OFF

D0

DALI

2040

-20÷40

05Y

5 years

0

Standard

ARS1ST

ARES LED 1

ARS1ST.20.016.8A4000.0P23.100100.D0.2040.05Y.0000

Family Power
version Version Power [W] CRI Diode 

type CCT [K] Lens 
material

Diffuser 
material 

Beam
angle

Type of
control

Operating 
temperature[°C] Warranty Modifications

B001
Black,
 RAL9005

G001
Grey, 
RAL7038

W001
White 
RAL9016




