| ULTIMA LED 3.0 DB

Advantages

O Pprotection class at the level of IP65
o High IK10 impact resistance
O solid aluminum housing

O Branded components

o Warranty up to 10 years
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ULT3DB.10.222.8A4000 36400 4000K 65 60, 11,2kg
95°%90°,
222 - >80 IP 65 o 60°
ULT3DB.10.222.8A5000 36400 - 36450 5000K 65 607, 11,2kg
95°X90°,
>80 IP 65 oy e
ULT3DB.10.290.8A4000 290 45700 4000K 65'% 60", 11,2kg
95°X90°,
ULT3DB.10.290.8A5000 290 45750 5000K >80 P65 (—;55 . 968 112kg

In order to know exact the light parameters for selected beam angle, please use photometric files for the
given beam angle. Download link: luxon.pl/Pliki/LDT-LUXON-LED-2020.zip



https://luxon.pl/Pliki/LDT-LUXON-LED-2020.zip

Dimensions and Logistics
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Luminous Intensity Distribution
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Example product code:

1

Standard

222W

290
290W

>80

Mid Power

4000 065060 2540 0000
4000K PMMA PMMA 65°x60° ON/OFF -25°C+40°C Syears Standard
transparent
5000
G11 095090 DO 2545
5000K 95°%90° DALI -25°C+45°C
Tempered
glass
transparent 3545
-35°C+45°C
3550
-35°C+50°C

ULT3DB.10.290.8A4000.1G11.065060.00.2540.10Y.0000
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